ANNUAL PERFORMANCE EVALUATION

- SULFUR DIOXIDE

SITE NAME: Ameren Valley AUDITOR: D. Malorin
AQS-APCP ID: 071-0003 AUDIT DATE: 4/21/2015
Parameter: S02 - 42401 SITE OPERATOR: K. Ruggiero
Monitor Type: Method 100 ORGANIZATION: Enviroplan
INSTRUMENT REFERENCE STANDARDS

ANALYZER MODEL: Teledyne-API model T100

Gas Dilution System: Environics 4757

Ultraviolet Fluorescence Pollutant Gas: Airgas FF55927
SERIAL NUMBER: 543 Zero Air:  Purakol/Purafil
EPA AUDIT LEVEL: Zero 5 6 7 8
REFERENCE (PPB): 0.0 28.3 67.9 118.3 188.0
MONITOR RESPONSE: 0.4 30.2 72.5 126.3 200.1
PPB Difference 0.4 1.9 4.6 8.0 12.1
A% Difference na 6.7% 6.8% 6.8% 6.4%
Zero MQO +/-1.5 PPB
Audit A% MQO +/- 10 %
LINEARITY EVALUATION:
Regression Output: SLOPE 0.94 CORRELATION CF 1.0000
INTERCEPT -0.3
EPA Audit Level: Zero 5 6 7 8
Dilution air flow sccm: 6000 7000 7000 5000 5000
Pollutant gas flow sccm: 0 17 40 50 80
Calibration range PPB: 500 Sample inlet manifold condition: OK
Cal. cylinder expire: OCT 2022 Calibration Date: 4/18/2015
dilution system cert: OK QC Date: 4/21/2015
Instrument within design specifications? YES VSR Issued? NO

COMMENTS:




	SO2 Audit Report

